
Attachment B

A B C D
77 86 91 94

Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 7s
Hydrologic Soil Group: D 94

S  = 0.638298 Ia   = 0.12766 Q = 0 at 0.13 Inches of Precipitation (Reference TR-55 Table 10-1)
Disturbed Area (Sq Ft)

97574.4
52617

P when Q = 0 24277
0.13 Inches 9843

36217
43516

5267
4349
6579

31642
10619

121267
18687
11411
77561

168324
10229
16020
17341
11013
78125

Total Subject to Pentalties (gal): 734901

Total Subject to 
Penalties (Volume - 

1000 gallons)
--

51617
23277
8843

35217
42516
4267

4841
5817
704

Discharge (gal) 
Northwest Site)

Discharge (ft³) 
Northwest Site

7034
3245
1316

10/20/2014
10/23/2014
10/25/2014
10/31/2014
11/19/2014

1.11
1.25
0.41

Q=(P-0.2S)²/(P+0.8S)     
Runoff in inches

0.8651
0.3991
0.1618
0.5954

24 hour Precip (in.)     
(WHT CalFire  Station)*

1.42
0.87
0.54

0.7154
0.0866

From USDA Natural Resources Conservation 
Service - Conservation Engineering Division 

Technical Release 55

9/25/2014

Newly graded areas (pervious areas only, no vegetation) - 
USDA TR-55 Table 2-2a Runoff Curve Numbers for Urban 

Areas

Curve Numbers = CN

USDA NRCS Soil Class for Site:  (TeD) Toomes very stony loam, 0-30 percent slopes

0.0715
0.1082
0.5202
0.1746

0.38
0.45
1.02

3349

92290.55

5579
30642
9619

120267
17687
10411
76561

167324

1.9938

15020
16341

879
4230
1420

16211
2498
1525

10368
22502

581

1367
2142

11/20/2014

12/12/2014
12/15/2014
12/19/2014

12/5/2014
12/6/2014

12/10/2014
12/11/2014

2/2/2015
2/6/2015

11/21/2014
11/29/2014
11/30/2014
12/3/2014

0.69
0.72

0.56

0.75
0.58
1.87
3.43

1.88

0.2634
0.2851

2.63

2318
0.57

0.1682

0.3072
0.1876
1.2752
2.7674

10013
10444 771251.2845
1472

* WHT CalFire Station located at: Latitude 40.6194; Longitude -121.8994

0.1811

754,901Total Discharge Volume (gal):


